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=== MUSIC MAKER DIGITAL 50A - CHARACTERISTICS
I

Same characteristics as the Music Maker Digital 50 but with the addition of an internal amplification
system specifically designed with a frequency response suitable for the sounds of this accordion.

Power can be by means of the small external battery with convenient belt clip (enabling quick
changing in case of discharge) or from the suitably designed power supply.

INPUT JACK SOCKET
For external audio devices (MP3 player, iPhone etc.) to enable playing with backing tracks.

AUDIO OUTPUT JACK SOCKETS (on lower grill edge)

1. Line Output jack - for connection to an external amplifier or mixer — (on back plate of the
instrument in the chromatic version).

2. Headphone Output jack on side of grill, with automatic exclusion of the internal speakers.

Output power of the integrated amplifier is 8 + 8 W RMS with two specially designed “High Efficiency”
internal speakers.

Frequency response of the amplifier is specially designed to give high quality reproduction of the internal
sounds.

MUSIC MAKER DIGITAL 50A - START UP INSTRUCTIONS

1. After completing the various connections and before switching the MIDI 'On', make sure that the bellows of the
accordion or diatonic instrument are fully closed.

2. Maintain the fully closed position for the period that the display shows the rotating condition.

This enables the Bellows Expression software to sample and set up the air pressure to ensure that the sensitivity of the
expression control will be perfect both when opening and closing the bellows while playing.

3. Press PLAY. The display shows 1.5.0 (indicating that GROUP 1 - first 25 performances; BANK Key 5 and
PERFORMANCE Key N° 0 are selected by default). You can now select the Performances in Group 1 by using
keys 5, 6, 7, 8 and 9, each of which represents a BANK of 5 Preset Performances which are recalled by pressing
keys 0, 1, 2, 3 and 4. This enables quick selection from the first group of 25 Performances available. All
performances in this group are made up of Digitally Sampled Accordion sounds.

Press PLAY a second time to accede to GROUP 2 of 25 Performances which are selected in the same way. This
group contains a further 25 performances made up of various instruments such as Organs, Pianos, Brass and
Woodwind and Strings etc.

Repress PLAY to accede to Groups 3 and 4 in which it is possible to memorize eventual user performances in the
preferred sequence.

Repressing PLAY gives access to Group 5 (Group 1 performances) and Group 6 (Group 2 performances) for use
on the Rt. Hand only, leaving the left hand free to play arrangements from an external expander.

TRANSPOSER - To programme the transposer, press EXIT when in the Play mode, then press KEY 4 and while
holding this down, press PROG. PERF. The display shows trs. While trs is flashing on the display it is possible to
transpose the instrument up to +/- 1 octave in intervals of 1 semitone.

4. The MIDI channel configuration for use of the sounds from the Internal Sound Module are as follows:

RIGHT B -CH.13
CHORD B -CH.14
BASS B -CH.15

5. Only the sections and relative MIDI channels shown in point 4 should be used if reprogramming of the
Performances is to be done.

6. For the control of external expanders in sections RIGHT A - CHORD A - BASS A, follow the instructions in the Q-
Select Operating Manual enclosed.
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